Car Sales Maidstone
Accident & Repair Centre
Leak Repair Report
28th July 2016
We attended the Car Sales Maidstone site on Monday 25th & Tuesday 26th July to carry out our repair recommendations to excavate at the water meter and thrust bore 15m of new 25mm MDPE pipe from the water meter to the section of pipework that was cut out to carry out the squeeze off during our leak detection visit thus eradicating the leakage on the supply. 
We carried out the necessary excavations to enable us to mole the new supply in. We began to mole the new 25mm MDPE supply pipe but due to underground obstruction from rock and concrete, the mole could not break through and subsequently had to be dug back out on two occasions thus slowing our progress down. 
However, we persisted and eventually the mole broke through and we were able to mole the remainder of the 25mm pipework to allow us to complete the relay. 
We cut out the existing leaking pipe, replaced with new MDPE pipe and connected up at the water meter and point of entry.
[image: C:\Users\Amber.Fraser\AppData\Local\Microsoft\Windows\Temporary Internet Files\Content.Word\lookers maidstone 15.jpg]
[image: C:\Users\Amber.Fraser\AppData\Local\Microsoft\Windows\Temporary Internet Files\Content.Word\lookers maidstone 13.jpg]








Picture 2 – A further moling further up into the supply relay
Picture 1 – The first moling from the water meter to relay the new 25mm water supply
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Picture 4 – The heavily rusted interior of the galvanised iron supply
Picture 3 - The leaking section of galvanised iron pipe that was cut out
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Picture 5 & 6 – We ran 10m of H2O water pipe internally through the building and connected up at the supply to the outdoor tap, bypassing the rust blockages



We backfilled all excavations and reinstated in concrete, leaving site clean & tidy.
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